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1 ABOUT THIS QUICK GUIDE 

This Quick Guide is not meant to replace the operation manual. Reading the entire operation manual prior 
to operating the device is mandatory!   
 

To secure correct middle ear measurements it is important to make sure that the probe system is always kept 
clean. Therefore, follow the illustrated instructions below on how to remove debris from the probe tip’s small 
acoustic and air pressure channels. 

2 PREPARATION AND CLEANING 

1. Never clean the probe tip while attached. 
Unscrew the probe collar by turning it 
counterclockwise.  

       

2. Take the probe tip out of the probe. 

 

3. Insert the floss from back to front through 
one of the probe channels. Pull the floss 
along its entire length through the channel.  

  

4. Proceed in the same way with all 3 probe channels.  
 

 

3 ASSEMBLING OF THE PROBE TIP 

5. Refit the probe tip back to the probe.  
Align the guide pin A presented by the body 
with the hole B locate on the probe tip. 

 

6. Screw the probe collar back on the probe. The force of 
tightening the cap will tighten the screw sufficiently. Never 
use tools to fix the probe cap!  
 

 

 

For further information ask your local distributor or MAICO Diagnostics GmbH, Sickingenstr. 70-71, 10553 Berlin, Germany  
Tel.: +49 30 70 71 46-50 • E-mail: sales@maico.biz • Internet: www.maico.biz 
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